
6RO6HS�%9�
�

�

'$7$6+((7��6RO6HS�1)�65��

 
 

�������� �����
	��� � ��� ���������������������
 !�#"$�� ��%�%�� &
��' (*)��  	 � &�+ %�,-��%� ���
"/. 0�%�( �1�1�1. ��%� ���
"/.

2
� )������ ����� ��� ��� 	�3���3�4
5$4��
5 61)�7�%�7�)�&�8��$4�3���. 9��:. ��9

�

�

'DWD�VKHHW   
 
solvent resistant spiral wound module 1)

1  (00-238-030105-05-31 SR2) 
 
type:      6RO6HS�65��
 
membrane:     030105 
 
dimensions:      59 x 1010 (mmxmm) [2.5”X40”]  
 
Spacers 
 Feed:      1.6 mm 
 Permeate:     0.7 mm 
 
Wrap:      none 
  
Permeate tube:     SS 316 
 
ATD2:      yes 
 
Active area (m2):     ca. 1.0   
 
 
Operation parameters and performance1: 
 
pressure (max)    20 bar 
max pressure drop    2 bar (between in-ex feed side) 
 
temperature (max):    80oC 
 
solvents:     PER- tetrachloroethylene (C2Cl2) 
 
flux (l/m-2h-1bar-1) (acetone pa)  2 
 
cleaning :     solvent recycle 
 
1 performance flux and retention are very approximative.  
For alternative process conditions please contact SolSep (tel: *31 6 29 09 15 93) 
Specifications are provisional and may change without prior notice 


